
Be Off The Grid.com 
1 Shawnee Church Road Shawnee on Delaware, PA 18356 USA 

Tel: 1-908-507-5809 W ebsite: www.beoffthegrid.com 

Product Specifications: 

 

 

 
 

Thanks for choosing our 2nd generation LED tube light, 
we hope this amazing and outstanding product will exceed your imagination! 

 
Item No.: 18W SMD LED tube light 

 
Product Photo: 

 
 
 
 
 
 
 
 

Applications: 
W idely used in DIY stores, hardware shops, supermarkets, hotels, meeting rooms, 
exhibition center, home and office decoration and lighting. 

 
Competitive advantages: 
◆ Environmental Protection; 
◆ Rapid start, no frequency; 
◆ No UV or IR light radiation, comfortable, no noise. 
◆ High-efficiency, low power consumption, produce very little heat; 
◆ Super energy-saving, super strong and safe, free maintenance; 
◆ Special-treated frost cover makes the LEDs inside invisiable; 
◆ No mercury and other hazardous material, fully RoHS-compliance; 
◆ Super long life time: minimum 4 years. 

 
Technical parameter: 
◆ Input Voltage: 
◆ Frequency: 
◆ Tube dimension: 
◆ Base 
◆ LED type: 

 
◆ LED quantity: 
◆ W attage: 
◆ PF value: 
◆ Lux value: 
◆ Lumen output: 

 
AC120V or AC230V 
50~60Hz 
1212mm(length)x26mm(diameter) 
G13 
Super bright SMD LEDs, One LED is around 
7lumens. 
288pcs 
18W 
More than 0.90 
1000Lux/0.5m, 350Lux/1.0m, 100Lux/2m 
1400-1600lumens 

◆ CCT(K)
: 

 
 

◆ Working 
temperature: 
◆ Storage 
temperature: 
◆ Viewing angle: 

Daylight white 
Natural white 
W arm white 
 
-20℃ to 40℃ 
 
 
-20℃ to 85℃ 
120° 

6000-7000K 
4000-4500K 
3000-3500K 

◆ LifeTime 
◆ IP rate: 

more than 30000hours 
IP40 
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LED and tube dimension:(mm) 
 
 

    

    
 
 
 
 
 

single LED dimension 
 

 
tube dimension 

 
 

Packing details:(mm) 
◆ Carton dimension: 
◆ Net weight/carton: 
◆ Gross 
weight/carton: 
◆ Q'ty/carton: 

 
1270mm(length)x250mm(width)x220mm(height) 
7.50kgs 
 
9.50kgs 
25pcs 

 
 

Wiring instructions: 
◆ Cut off the power supply before installation; 
◆ No starter,ballast,or electronic switch is required; 
◆ Please install lamp stand and T8 lamp holder first with the same length; 
◆ Lamp working voltage is AC120V or AC230V; 
◆ Please connect the two wire terminals located at the side of the lamp to the electricity L and N respectively; 
◆ Please do not supply the power to both pins on the same end simultaneously. 
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Ballast capatibility: 
 

1) Traditional light fittings with magnetic ballast/inductive ballast: 
It is not necessary to remove the magnetic ballast/inductive ballast, only the starter needs to be removed from such fitting. 
W hile if you are able to remove also the magnetic ballst/inductive ballast, it will save you more energy. 

 
Original magnetic ballast/Inductive ballast: 

 
 
 

New correct LED T8 tube wiring: 
 

 
 
 

2) Light fittings with electronic ballast: 
Electronic ballast are not compatitable with LED T8 tube light, DO NOT install the LED T8 tube without moving/bypassing 
the electronic ballast as demage to the LED T8 tube light may occur. 

 
Original electronic ballast: 

 
 

New correct LED T8 tube wiring: 
 

 
 

Wrong wiring as below: 
 

 


